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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - '05)

SYSTEM COMPONENTS

22 N-m (2.2 kgf-m,
16 Ibf-fi}

12Nm (1.2 kgfm,
9 ibf-ft)

38 N-m (3.9 kgf-m,
28 [bf-ft}




CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - "05)

SERVICE INFORMATION
GENERAL

» This section covers service of the clutch, kickstarter and gearshift linkage. These services can be performed with the
engine installed in the frame.

» Transmission ail viscasity and level and the use of oil additives have an effect on clutch disengagement. Qil additives of
any kind are specifically not recommended. When the clutch does not disengage or the vehicle cregps with the clutch
disengaged, inspect the transmission il viscosity and level before servicing the cluich system,

SPECIFICATIONS
Unit: mm (in}
ITEM STANDARD SERVICE LIMIT
Clutch L_Lever free play 10 - 20 {3/8 - 3/4) - '
Spring free langth ~ 45.7 (1.80) 44.7 (1.76)
Disc A thickness ] 2.82-3.081{0.116 - 0.121) 2.85 (0.112}
“Disc Bthickness [ 3.22-3.38{0.127 - 0.133) ~3.15 (0.124}
Plate warpage - 0.15 (0.005)
Kickstarter Pinion gear |.D. 22.007 - 22.028 (0.8664 - 0.8672) 22.05 (0.868)
Spindie 1.D. 21.859 - 21.980 {0.8845 — (0.8654) 21.95 (0.864)
Idle gear 1.D. 21.020 ~ 21.041 (0.8276 -~ 0.8284) 21.07 (0.830)
Idle gear bushing 1.D. 17.000 — 17.018 {0.6693 - 0.6700} 17.04 {0.671)
Q.D. 20,979 - 21.000 {0.8259 - 0.8268) 20.96 (0.825)
Countershaft O.D. at kickstarter idle gear 16.966 — 16.984 (0.6680 — 0.6687} 16.95 (0.667)
TORQUE VALUES
Clutch spring boft 12 N-m {1.Z kgf-m, 9 Ibf ft)
Clutch center lock nut 108 N-m {11.0 kgf-m, 80 |bf-ft) Apply oil to the threads and seating surface.
Gearshift drum center pin bolt 22 N'-m {2.2 kgf-m, 16 |bf-ft} Apply locking agent to the threads,
Gearshift drum stopper arm bolt 12 N-m (1.2 kgf-m, 9 1bfft}
Kickstarter pedal balt 38 N-m 3.9 kgf-m, 28 {bf-ft)
TOOLS

Clutch center holder
07724-0050002

SN
ar §7724-0050001 or aguivalant
cammercially available in U.S.A.




CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - '05)

TROUBLESHOOTING

Faulty clutch operation can usually be corrected hy adjusting the free play.

Clutch lever difficult to puil in

+ Damaged, kinked or dirty clutch cable
* improperly routed clutch cable

+ Damaged clutch lifter arm/shaft

Clutch will not disengage or vehicle creeps with clutch disengaged

+ Excessive clutch lever free play

* Warped clutch plate

= Transmission cil Jevel too high, improper oil viscosity, or additive used

Cluteh slips

« Worn clutch discs

¢ Weak clutch springs

* No cluteh lever free play

+ Transmission oil additive used

Hard to shift

* Misadjusted clutch lever free play
Damaged or bent shift fork

Bent shift fork shaft

Incorrect transmission oil viscosity
Damaged gearshift spindle assembly
Damaged shift drum guide grooves

Transmission jumps out of gear
« Worn shift drum stopper arm
* Worn or broken gearshift spindle return spring
+ Bent shift fork shaft

+ Damaged shift drum guide grooves

* Worn gear dogs or dog holes

Gearshift pedal will not return

» Weak or braken gearshift spindle return spring
+ Bent gearshift spindle
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - 05)
RIGHT CRANKCASE COVER REMOVAL

Drain the coolant (page 9-7).
Drain the engine oil (page 4-15). K’CK,STARTEH PEDA‘I_' EEERNS HOSE

Drain the transmission oil (page 4-18).
Remove the brake pedal (page 19-28).

Remove the socket bolt and kickstarter pedal.

Loosen the hose band screws and disconnect the
lower radiator hose and bypass hose from the water
pump cover.

 SOCKET BOLT — LOWER RADIATOH HOSE

Loosen the eighteen bolts in a crisscross pattern in
2 or 3 steps, and remove the bolts, clamps and right | - F“GHT CHANK%SE COVER_ CLAMP

crankcase cover.

Remove the dowel pins, water joint pipe, O-ring and

gasket. JOINT PIPE O-RING

DOWEL PINS GASKET

CLUTCH
DISASSEMBLY

Drain the transmission oil (page 4-18),

Remove the following:

- brake pedal (page 19-28)
- six bolts

- clutch cover

- D-ring




CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - '05)

six bolts and springs
— clutch pressure plate

- washer
- needle bearing

— clutch lifter piece
— clutch lifter rod

- seven clutch discs A and plates
~ clutch disc B

I'CLUTCH DISCS, PLA

N v




CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - '05)

~ judder spring
- spring seat

Straighten the lock washer tabs.

Hold the clutch center using the special tool and
loosen the clutch center lock nut.

TOOL:

Clutch center holder 07724-0050002 or
07724-0050001 or
equivalent commercially
available in U.S.A.

Remove the following:
- lock nut

- lock washer
- thrust washer
- clutch center

TCH CENTER|

— thrust washer
~ right crankcase cover (page 13-5)
— clutch outer
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - "05)

- needle bearing
- clutch outer guide

INSPECTION

Clutch spring
Replace the clutch  Measure the clutch spring free length.

spnngs as a set
""" SERVICE LIMIT: 4.7 mm (1.76 in)

Clutch lifter piece/bearing/rod
Check the clutch lifter piece and needle bearing for

wear or damage. NEEDLE BEARING \Q

Check the clutch lifter rod for bends or damage.

LIFTER ROD

LIFTER PIECE

Clutch disc

Repilace the clurch  Check the clutch discs for signs of scoring or discol-
discs and plates as  oration.
aser. Measure the thickness of each disc.

SERVICE LIMITS: Disc A: 2.85 mm (0.112 in)
Disc B: 3.15 mm (0.124 in)

13-8



CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE (04 - '05)

Replace the clutch
discs and plates as
a sel,

Clutch plate

Check the plate for discoloration.
Check the clutch plate for warpage on a surface
plate using a feeler gauge.

SERVICE LIMIT: 0.15 mm (0.006 in)

Judder spring/spring seat

Check the judder spring and seat for damage or

warpage. JUDDER SPRING

SPRING SEAT

Clutch center

Check the grooves of the clutch center for damage
or wear caused by the clutch plates.
Replace if necessary.

Clutch outer

Check the slots in the clutch outer for nicks, cuts or
indentations made by the clutch discs.

Check the primary driven gear teeth for wear or
damage.

SLOT
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - "05)

Clutch outer guide/bearing

Check the clutch outer guide and needle bearing for
wear or damage.
NEEDLE BEARING

ASSEMBLY

Apply molybdenum oil solution to the sliding sur-
face of the clutch outer guide and install it onto the
mainshaft,

Apply transmission oil to the needle bearing and
install it onto the clutch outer guide.

OUTER GUIDE

Install the clutch outer and thrust washer,

Install the right crankcase cover (page 13-22).

Install the clutch center and thrust washer onto the
mainshaft.

Install a new lock washer by aligning the grooves
with the ribs of the clutch center.

H OUTER

¥ e

N ;
LOCK WASHER @
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - '05)

Install the clutch center lock nut.
Hold the clutch center using the special tool and
tighten the lock nut.

TOOL:

Clutch center holder 07724-0050002 or
07724-0050001 or
equivalent commercially
available in U.S.A.

TORQUE: 108 N-m (11.0 kgf-m, 80 Ibf-ft)

Bend the lock washer tabs against the clutch center §
lock nut.

Install the spring seat.
Install the judder spring with the concaved side fac-
ing out.

LOCK WASHER TABS

Coat the clutch discs with transmission oil. s — 7
Install the clutch disc B. CLUTCH DISCS A 7E CLUTCHDISC B

Install the seven clutch plate and six clutch discs A ’7E
alternately, starting with plate. >y

S CLUTCH PLATES

Install clutch disc A into the shallow slots in the
clutch outer.




CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - '05)

install it into the mainshaft.

Install the clutch lifter rod into the mainshaft. — Nl
Coat the clutch lifter piece with transmission oil and ’l LIFTER PIECE UFTDD .
- f o=
i i i4

Coat the needle bearing and washer with transmis-
sion oil and install them onto the clutch lifter piece.

Install the clutch pressure plate.
Install the six clutch springs and bolts, and tighten
the bolts.

TORQUE: 12 N-m (1.2 kgf-m, 9 Ibf-ft)

clutch cover groove.




CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - '05)

Install the clutch cover, and tighten the six bolts F
securely,

Install the brake pedal (page 19-28).
Fill the crankcase with the recommended transmis-
sion oil (page 4-18),

CLUTCH LIFTER ARM
REMOVAL
Remove the clutch lifter rod (page 13-5).

Remove the bolt and parking brake cable clamp
from the stay.
Remove the cable clip.

Remave the sealing bolt and washer.
Retract the cam chain tensioner lifter and hold it

with a stopper tool.
Remove the two bolts, tensioner lifter and gasket. LT AR

Loosen the clutch cable lock nut and disconnect the OIL SEAL
cable from the clutch lifter arm. LOCK NUT

Remove the clutch lifter arm.
Remove the oil seal.

INSPECTION

Check the needle bearings for wear or damage and
replace them if necessary.

TENSIONER
| LIFTER

SEALING
BOLT

SEALING
WASHER




CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE (04 - '05)

Check the clutch lifter arm cam (rod contact area)
for wear or damage.

INSTALLATION

Apply oil to the needle bearings.
Apply oil to a new oil seal lip and install the seal.

Apply molybdenum oil solution to the clutch lifter
arm cam (rod contact area) and install the lifter arm.

Connect the clutch cable to the clutch lifter arm and
loosely tighten the lock nut.

Install the cam chain tensioner lifter with a new gas-
ket and tighten the two bolts securely.

Remove the stopper tool, install the sealing bolt
with a new sealing washer and tighten it securely.

B CABLE CLIP IR

Apply locking agent to the cable clamp bolt threads.
Install parking brake cable clamp onto the stay and
tighten the bolt.

TORQUE: 9.8 N-m (1.0 kgf-m, 7 Ibf-ft)

-

Install the cable clip.

Install the clutch lifter rod (page 13-10).
Adjust the clutch lever free play (page 4-29),

PARKING BRAKE CABLE

LIFTER ARM CAM

: E LIFTER ARM

—7! g OIL SEAL

' NEEDLE
BEARING

TENSIONER
LIFTER SEALING
BOLT
SEALING
WASHER ~*

CABLE CLAMP
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - "05)

KICKSTARTER

REMOVAL

Remove the right crankcase cover (page 13-5). K!CKSTWEE ASSE_M‘BLY
Remove the thrust washer from the kickstarter first . 2T

idle gear. /

Unhook the kickstarter return spring end from the
hole in the crankcase, and remove the kickstarter
assembly.

Remove the kickstarter first idle gear assembly.

Remove the clutch outer (page 13-5).

Remove the bolt and idle gear stopper plate.
Remove the kickstarter idle gear and bushing.

DISASSEMBLY

Remove the following from the kickstarter spindle:

RATCHET SPRING

- ratchet spring

- ratchet PINION GEAR .@'
- snapring

- t?}rgslwasher SPINDLE

- BuSnEe RATLHET

— spring collar
— return spring HETUHN SPRING

— thrust washer
SNAP RING

INSPECTION

Check the ratchet spring and return spring for
fatigue or damage.
Check the starter ratchet for wear or damage.

CC'-' LLAR  WASHERS
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - '05)

Check the kickstarter pinion gear and spindle for
damage.

Measure the kickstarter pinion gear L.D.
SERVICE LIMIT: 22.05 mm (0.868 in)
Measure the kickstarter spindle 0.D.
SERVICE LIMIT: 21.95 mm (0.864 in)

Check the kickstarter idle gear and bushing for dam-
age,

Measure the starter idle gear |.D.

SERVICE LIMIT: 21.07 mm (0.830 in)

Measure the kickstarter idle gear bushing 1.D. and
0.D.

SERVICE LIMITS: 1.D.: 17.04 mm (0.671 in)
0.D.: 20.96 mm (0.825 in)

Measure the countershaft O.D. at the kickstarter idle
gear.

SERVICE LIMIT: 16.95 mm (0.667 in)

Check the kickstarter first idle gear assembly for
wear or damage.
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - "05)

ASSEMBLY

Apply molybdenum oil solution to the pinion gear

inner surface. -_7'@ PINION GEAR SNAP RING
Install the pinion gear and thrust washer onto the

spindle.
Install the snap ring into the spindle groove with the
chamfered (rolled) edge facing to the pinion gear,

THRUST WASHER

Install the thrust washer onto the spindle.

Install the return spring and insert the spring end
into the inner hole in the spindle.

Install the collar by aligning the groove with the
return spring end.

SPRING END THRUST WASHER
AND INNER HOLE

COLLAR

Apply molybdenum oil solution to the ratchet slid- E
ing surface. ;E RATCHET PUNCH MARKS
Install the ratchet onto the spindle by aligning the

punch marks on the ratchet and spindle.

Install the ratchet spring.

INSTALLATION

Apply molybdenum oil solution to the kickstarter
idle gear inner surface and bushing whole surface.
Install the kickstarter idle gear bushing and gear.
Install idle gear stopper plate and tighten the bolt
securely.

Install the clutch (page 13-10).
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - '05)

Apply oil to the kickstarter first idle gear bearing. e AT AL A G
Install the kickstarter first idle gear assembly. : R FIRSTIDLE ?EAF‘ ASSEMBLY

Apply oil to the kickstarter spindle bearing area.
Install the kickstarter assembly into the crankcase.

Hook the kickstarter return spring end to the hole in
the crankcase as shown.

Install the thrust washer onto the kickstarter first
idle gear.

Install the right crankcase cover (page 13-22).

RETURN SPRING

GEARSHIFT LINKAGE
REMOVAL

Remave the following:

- bolt and gearshift pedal
- right crankcase cover (page 13-5)
- clutch assembly (page 13-5)

Rl GEARSHIFT PEDAL




CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - '05)

— gearshift spindle and thrust washer

- guide plate and drum shifter as an assembly

shifter collar
two bolts

center pin bolt
gearshift drum center

bolt

stopper arm
washer
return spring
dowel pin

WA

‘sTOPPER ARM

RETURN SPRING
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE (04 - "05)

INSPECTION

Check the gearshift spindle for wear or damage.
Check the spindle plate for wear, damage or defor-
mation.

Check the return spring for fatigue or damage.

PLATE

RETURN SPRING

Check the ratchet pawls, plungers and drum shifter
for wear or damage.

Check the plunger spring for fatigue or damage.
DRUM SHIFTER

o\‘y

a

SPRING
INSTALLATION

RATCHET PAWL

PLUNGER

Install the dowel pin into the shift drum hale. DOWEL PIN

Install the return spring, washer, stopper arm and
bolt, and tighten the bolt.

TORQUE: 12 N:m (1.2 kgf-m, 9 Ibf-ft)

Hold the stopper arm using a screwdriver and install
the gearshift drum center by aligning the pin groove
with the dowel pin.
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE ('04 - "05)

Apply locking agent to the center pin bolt threads.
Install the center pin bolt and tighten it.

TORQUE: 22 N'm (2.2 kgf-m, 16 Ibf-ft)

=
GUIDE PLATE RATCHET PAWL

Install the plunger springs, plungers and ratchet
pawls into the drum shifter, and set them into the
guide plate.

DRUM SHIFTER

‘Q
/’%
SPRING

&

PLUNGER

Install the guide plate/drum shifter assembly with
the "UP" mark facing up and tighten the two bolts
securely.

Install the shifter collar onto the drum shifter.

Install the thrust washer onto the gearshift spindle.
Insert the spindle into the crankcase while aligning
the return spring ends with the spring pin, and the
slot with the shifter collar.

Install the clutch assembly (page 13-10).
Install the right crankcase cover (page 13-22).




CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE (04 - '05)

Install the gearshift pedal by aligning the slit with =
the punch mark on the gearshift spindle. '
Install the pedal pinch bolt and tighten it securely.

RIGHT CRANKCASE COVER
INSTALLATION

Be careful not to  Clean off any gasket material from the mating sur- |
damage the mating faces of the right crankcase and cover.
surfaces

Install the water joint pipe, a new O-ring, dowel pins
and a new gasket. '

Apply grease to the kickstarter spindle oil seal lip.
Apply oil to the kickstarter first idle gear bearing.

Install the right crankcase cover while engaging the |
water pump shaft with the balancer shaft.

Install the wire clamp, hose clamp and eleven bolts,
and tighten the bolts in a crisscross pattern in 2 or 3
steps.

CLAMP |
(L
)
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CLUTCH/KICKSTARTER/GEARSHIFT LINKAGE (04 - '05)

Install the kickstarter pedal onto the kickstarter spin-
dle by aligning the punch marks.

Install the socket bolt and tighten it.
TORQUE: 38 N-m (3.9 kgf-m, 28 Ibf-ft)

Connect the lower radiator hose and bypass hose to
the water pump cover, and tighten the hose band
SCTEws.

Install the brake pedal (page 19-28).

Fill the transmission with the recommended trans-
mission oil (page 4-18).

Fill the crankcase with the recommended engine oil
(page 4-17).

Fill and bleed the cooling system (page 9-7).

KICKSTARTER PEDAL

R

BOLT ~— LOWER RADIATOR HOSE

13-23





