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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After "05)

SYSTEM COMPONENTS

TRX450R:

38 N-m (3.9 kgf-m,
28 Ibf-ft) >

18N-m(1.8kaf-m,
13 Ibf-ft)

22 N-m (2.2 kgf-m,
16 Ibf-ft)

108 N-m (11.0 kgf-m,
80 bi-ft)

12 N-m {1.2 kgf-m, 9 Ibf-ft)




CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

SERVICE INFORMATION
GENERAL

* This section covers service of the clutch, starter clutch, kickstarter and gearshift iinkage. These services can be per-
formed with the engine installed in the frame.

s Transmission oil viscosity and level and the use of oil additives have an effect on clutch disengagement. Qil additives of
any kind are spacifically not recommended. When the clutch does not disengage or the vehicle creeps with the clutch
disengaged, inspect the transmission oil viscasity and level before servicing the clutch system.

SPECIFICATIONS
Unit: mm [in)
ITEM STANDARD SERVICE LiMIT
Clutch Lever free play 10— 20 ({3/B - 3/4) -
Spring free length 45.7 {1.80} 447 (1.76)
Disc A thickness 2.92-3.08 (0.115-0.121) 2.8510.112)
Disc B thickness 3.22-3.38(0.127 -0.133) 315 (0.124)
Plate warpage - 0.15 (0.006)
Driven gear boss {TRX450ER) LD. 36.009 - 36.034 {1.4177 — 1.4188) 36.034 {1.4189)
Q.D. 45,660 — 45.673 (1.7976 - 1.7981) 45,660 (1.7976)
Reduction gear A 1.D. {TRX450ER) 12.010 - 12.050 (0.4728 - 0.4744] 12.050 {0.4744] |
" Reduction gear B 1.D. [TRX450ER} I 10.045 - 10.085 {0.3955 - 0.3970) ~10.085 {0.3970)
Idle gear [.D. {TRX450ER) 12.010 - 12,060 {0.4728 - 0.4744) 12.050 {0.4744)
Gear holder shafts Q.D. {TRX450ER) 11,989 - 12.000 (0.4720 - 0.4724) 11.989 {0.4720)
Reducticn gear shaft O.0. (TRXA50ER) 0.980 - 9,995 (0,.3929 - 0.3935) 9.980 (0.3929)
Kickstarter Pinion gear 1.0, 22.007 - 72.028 (0.8664 - 0.8672) 22.05 {0.868)
(TRX450R} Spindle 0.D. 21,959 — 21.980 {0.8645 - 0.8654) 21.95 (0.864)
Idle gear [.O. 21.020 - 21.041 {0.8276 - 0.8284) _21.07 (0.83Q)
{die gear bushing LD, 17000 - 17.018 {0.6693 - 0.6700} 1704 10.671)
0.D. 20.979 - 21.000 (0.8269 - 0.8268) 20.86 {0.825)
Countershaft O.D. at kickstarter idle gear {TRX450R) 16.966 — 16.984 (0.6680 — 0.65687) 16.95 {0.667)

TORQUE VALUES

12 Nom {1.2 kgf-m, 9 Ibff1)
108 N-m {11.0 kgf.-m, 80 [bf-ft}
22 N-m (2.2 kgf-m, 16 (bf-fth
12 N-m (1.2 kgf-m, 9 |bf-ft)

18 N-m {1.8 kgf-m, 13 Ibf-ft)
18 N-m (1.8 kgf-m, 13 Ibf-ft)
108 N-m {11.0 kgf-m, 80 1bf-ft)
18 N-m (1.8 kgf-mm, 13 ibfft)

Clutch spring bolt

Clutch center lock nut

Shift drum centar pin bolt

Shift drum stopper arm bolt

Start gear holdar boit {TRX450ER)
Start gear holder bolt {TRX450ER)
Primary drive gear bolt (TRX450ER)
Start gear finider hele plug belt
(TRX450R)

Kickstarter pedal bolt (TRX450R}
Gearshift return spring pin

Apply oil to the threads and seating surface.
Apply focking agent to the threads.

Apply oil to the threads and seating surface.
Apply locking agent to the threads.

Apply oil to the threads and seating surface.
Apply oil to the threads and seating surface.

38 N-m (3.9 kgf-m, 28 Ibf.ft)
22 N-m (2.2 kgfm, 16 Ibf-ft)

14-3



CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

TOOL

. Clutéh centér holder
07724-0060002

or 07724-0050001 or equivalent
commercially available in U.S.A,

TROUBLESHOOTING

Faulty clutch operation can usually be corrected by adjusting the free play.

Clutch lever difficult to pull in

* Damaged, kinked or dirty clutch cable
¢ Improperly routed clutch cable

* Damaged clutch lifter arm/shaft

Clutch will not disengage or vehicle creeps with clutch disengaged

« Excessive clutch lever free play

» Warped clutch plate

* Transmission oi} level too high, improper oil viscosity, or additive usad

Clutch slips

* Worn clutch discs

*+ Weak clutch springs

*+ No clutch lever free play

* Trangmission oil additive used

Hard to shift

* Misadjusted clutch lever free play
Damaged or bent shift fork

Bent shift fork shaft

Incorrect transmission oil viscosity
Damaged gearshift spindie assembly
Damaged shift drum guide grooves

Transmission jumps out of gear

* Worn shift drum stopper arm

* Woarn or broken gearshift spindle return spring
» Bent shift fork shaft

* Damaged shift drum guide grooves

« Worn gear dogs or dog holes

Gearshift pedal will not return
» Weak or broken gearshift spindle return spring
* Bent gearshift spindle

Starter motor turns, but engine does not turn {TRX450ER)
* Faulty starter clutch
* Darnaged or faulty starter motor idle gear, reduction gears or startsr driven gear
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)
RIGHT CRANKCASE COVER REMOVAL

Drain the coolant (page 9-7).
Drain the transmission oil (page 4-18).
Remove the brake pedal (page 19-28).

Loosen the hose band screws and disconnect the
lower radiator hose and bypass hose from the water
pump cover.

Remove the water pump cover (page 9-15).

BYPASS HOSE [T Y
- W

[’ ?a o

-

KICKSTARTER PEDAL

/ /] ""’_ﬂ-l” /(‘” H}

TAX450A onily:  Remove the socket bolt and kickstarter pedal. B / /

Loosen the right crankcase bolts in a crisscross pat-
tern in 2 or 3 steps, and remove the bolts, clamp
and right crankcase cover.

Remove the dowel pins, water joint pipe and O-ring.

L JOINT PIPE/O-RING

w Ilﬁ i




CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)
CLUTCH

DISASSEMBLY

Drain the transmission oil (page 4-18).
Remove the following:

- brake pedal (page 19-28)
- bolts

- clutch cover

- 0O-ring

- six bolts and springs
- clutch pressure plate

- washer
- needle bearing

- clutch lifter piece
— clutch lifter rod

14-6
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After 05)

- seven clutch discs A and plates
— clutch disc B .'—CLUTCH DISCS/PLATES

- judder spring
- spring seat

Straighten the lock washer tabs.

Hold the clutch center using the special tool and
loosen the clutch center lock nut.

TOOL:

Clutch center holder 07724-0050002 or
07724-0050001 or
equivalent commercially
available in U.S.A.
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After 05)

Remove the following:

w— THRUST WASHER ¢

- lock nut
— thrust washer

— lock washer
- clutch center H CENTER

¥/

— thrust washer
right crankcase cover (page 14-5)
— clutch outer

- needle bearing
- clutch outer guide

|




CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After ‘05)

Replace the clutch
springs as a set

Replace the clutch
discs and plates as

a set.
Replace the cluteh
discs and plates as
a set

INSPECTION

Clutch spring
Measure the clutch spring free length.

SERVICE LIMIT: 44.7 mm (1.76 in)

Clutch lifter piece/bearing/rod

Check the clutch lifter piece and needle bearing for
wear or damage.

Check the clutch lifter rod for bends or damage.

Clutch dise

Check the clutch discs for signs of scoring or discol-
oration,
Measure the thickness of each disc.

SERVICE LIMITS: Disc A: 2.85 mm (0.112 in)
Disc B: 3.15 mm (0.124 in)

Clutch plate
Check the plate for discoloration.

Check the clutch plate for warpage on a surface

plate using a feeler gauge.
SERVICE LIMIT: 0.15 mm (0.006 in)

NEEDLE BEARING

LIFTER ROD /~

LIFTER PIECE

CLUTCHW

CLUTCH PLATE
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Judder spring/spring seat

Check the judder spring and seat for damage or
warpage. JUDDER SPRING

SPRING SEAT

Clutch center

Check the grooves of the clutch center for damage
or wear caused by the clutch plates.
Replace if necessary.

GROOVE
Clutch outer

Check the slots in the clutch outer for nicks, cuts or
indentations made by the clutch discs.

Check the primary driven gear teeth for wear or
damage.

PRIMARY
SLOT DRIVEN GEAR

Clutch outer guide/bearing

Check the clutch outer guide and needle bearing for
wear or damage.

NEEDLE BEARING

OUTER GUIDE
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

ASSEMBLY

Apply molybdenum oil solution to the sliding sur-
face of the clutch outer guide and install it onto the
mainshaft. _
Apply transmission oil to the needle bearing and
install it onto the clutch outer guide.

Install the clutch outer and thrust washer.
Install the right crankcase cover (page 14-28).

Install the clutch center onto the mainshaft.
Install a new lock washer by aligning the grooves
with the ribs of the clutch center.

H CENTER

i/

Apply transmission oil to the threads and sealing
surface of the clutch center lock nut.
Install the thrust washer and lock nut.
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Hold the clutch center using the special tool and
tighten the lock nut.

TOOL:

Clutch center holder 07724-0050002 or
07724-0050001 or
equivalent commercially
available in U.S.A.

CLUTCH CENTER HOLDER

TORQUE: 108 N-m (11.0 kgf-m, 80 Ibf-ft)

Bend the lock washer tabs against the clutch center

lock nut.

Install the spring seat. —
Install the judder spring with the concaved side fac- JUDDERSPRING
ing out, — . AW

Coat the clutch discs with transmission oil. = ——
Install the clutch disc B. CLUTCH DISCS A ;l CLUTCHDISC B
Install the seven clutch plate and six clutch discs A |

alternately, starting with a plate. o
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Install clutch disc A into the shallow slots in the P
clutch outer,

Install the clutch lifter rod into the mainshaft.
Coat the clutch lifter piece with transmission oil and
install it into the mainshaft.

Coat the needle bearing and washer with transmis- [ [
sion oil and install them onto the clutch lifter piece. _7E NEEDLE

BEARIN
:::'\ F

Install the clutch pressure plate,
Install the six clutch springs and bolts, and tighten
the bolts to the specified torque.

TORQUE: 12 N-m (1.2 kgf-m, 9 Ibf-ft)
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)
Coat a new O-ring with oil and install it into the [ ,7' oy RING ﬂ

clutch cover groove.

CLUTCH COVER ™

Install the clutch cover, and tighten the six bolts
securely.

Y G CLUTCH COVER
Install the brake pedal (page 19-28). 2% p )

Fill the crankcase with the recommended transmis- — "..__: - )
sion oil (page 4-18). (@) =

CLUTCH LIFTER ARM
REMOVAL
Remove the clutch lifter rod (page 14-6), |

PARKING BRAKE CABLE 1 ¢ ”-’?

Remove the bolt and parking brake cable clamp ,,‘-.:.‘. _j— \Illll\\\;lff \\-
STOR) 8 Y N CABLE CLAMP BOLT
Remove the mounting bolts and clutch cable stay. CABLE CLIP [* ] \\

—— ,;

Remove the cable clip.
Disconnect the clutch cable from the clutch lifter

arm.
|
| S CLUTCH CABLE STAY BOLTS 5/ ~Z
Remove the clutch lifter arm. | A\ | J |_|' — e |
. ¥ b
Remove the oil seal. | L& '}—\_» LIFTER AHM \J e

INSPECTION DN ;i Y\.__ 'y

Check the needle bearing, oil seal for wear or dam-
age and replace them if necessary.

2 '__.:-.. L e
~ NEEDLE BEARING ““
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Check the clutch lifter arm cam (rod contact area)
for wear or damage.

LIFTER ARM CAM

INSTALLATION

Apply oil to the needle bearing.

Apply oil to a new oil seal lip and install the seal.
Apply molybdenum oil solution to the clutch lifter
arm cam (rod contact area) and install the lifter arm. N

- — AV e
J ;B LIFTEHAHM CAM N

~ NEEDLE BEARING

PARKING BRAKE CABLE [ € A
L Oy WN/T !,T 'QW
.
Apply locking agent to the cable clamp bolt threads. CA?LE CLIP )
Install parking brake cable clamp onto the stay and | —7 /| e

tighten the bolt.
TORQUE: 9.8 N-m (1.0 kgf-m, 7 Ibf-ft]

Connect the clutch cable to the clutch lifter arm.
Install the clutch cable stay and tighten the mount-
ing bolts.

N7 A3\ CABLE cLAMP
;\ \y BoLT

Install the cable clip. 5 :
Install the clutch lifter rod (page 14-11). i o 2 gl =N drid 8
Adjust the clutch lever free play (page 4-29). \ "T\ CLUTCH CABLE
"lll L ,'-;_,-\\ ,/- / _"}3\ v}.
CLUTCH CABLE STAY BOLTS ; e

STARTER CLUTCH (TRX450ER)
REMOVAL

Remove the following:

~ right crankcase cover (page 14-5). REDUCTI GEAR A g

- clutch assembly (page 14-6). PN, GEAR HOLDER

Remove the bolts, gear holder, reduction gear A and
idle gear.




CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Remove the reduction gear shaft and reduction gear
B.

Temporarily install the clutch outer guide, needle
bearing and clutch outer onto the mainshaft.

Install the special tool between the primary drive
and driven gears as shown, and loosen the primary
drive gear bolt.

TOOL:

Gear holder, M2.5 07724-0010100 or
07724-001A100
(U.S.A. only)

Remove the clutch outer, needle bearing and clutch
outer guide.

Remove the primary drive gear bolt, washer and
gear.

Remove the starter clutch assembly.

DISASSEMBLY/INSPECTION

Check that the starter driven gear turns counter-
clockwise smoothly and does not turn clockwise.

Remove the driven gear and needle bearing from
starter clutch outer while turning the driven gear
counterclockwise.

_ GEAR HOLDER [
PR BOLT/WASHER

DRIVEN GEAR

NEEDLE BEARING
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Remove the snap ring and one-way clutch from
alutchauter. ONE-WAY CLUTCH
SNAP RING

CLUTCH OUTER

Check the needle bearing for abnormal wear or
damage. NEEDLE BEARING

Check the starter driven gear for abnormal wear or
damage.

Measure the driven gear boss 0.0,
SERVICE LIMIT: 45.660 mm (1.7976 in)

Measure the driven gear boss 1.D.
SERVICE LIMIT: 36.034 mm (1.4189 in)

|

Check the one-way clutch sprang for abnormal wear

d 1
or damage ONE-WAY CLUTCH

Yo

CLUTCH OUTER

Check the starter clutch outer sliding surface for
wear or damage.
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Check the reduction gear A and idle gear for wear or
damage.

Measure the reduction gear A I.D.
SERVICE LIMIT: 12.050 mm (0.4744 in)
Measure the idle gear |.D.

SERVICE LIMIT: 12.050 mm (0.4744 in)

IDLE GEAR REDUCTION GEAR A

Check the gear holder shafts sliding surface for
wear or damage.

Measure the gear holder shafts 0.D.

SERVICE LIMIT; 11.989 mm (0.4720 in)

Check the reduction gear B and reduction gear shaft
for wear or damage.

Measure the reduction gear B 1.D.
SERVICE LIMIT: 10.085 mm (0.3970 in)
Measure the reduction gear shaft 0.D.
SERVICE LIMIT: 9.980 mm (0.3929 in)

ASSEMBLY

Apply transmission oil to the clutch outer sliding

surface. 7' BLUE PAINT
Install the one-way clutch into starter clutch outer

with the blue paint facing out. CLUTCH OUTER

ONE-WAY CLUTCH
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Install the snap ring securely.
ONE-WAY CLUTCH

SNAP RING i

CLUTCH OUTER

Install the starter driven gear into the clutch outer STARTER DRIVEN GEAR

while turning it counterclockwise. \

CLUTCH QUTER

Install the needle bearing.

Check that the starter driven gear turns counter- NEEDLE BEARING
clockwise smoothly and does not turn clockwise.

INSTALLATION
Install the prnmary Install the starter clutch and primary drive gear SN (W .-
drive gear with the while aligning its wide cut-out in the splines with ‘,'“)u..

punch mark facing the punch mark on the mainshaft.
ouf

a ) .
PRIMARY DRIVE GEAR
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Temporarily install the clutch outer guide, needle
bearing and clutch outer onto the mainshaft.

Install the special tool between the primary drive g NG BOLT/WASHER 7.
and driven gears as shown. 7 '

TOOL:
Gear holder, M2.5 07724-0010100 or
07724-001A100

Apply transmission oil to the primary drive gear bolt
threads and seating surface.

Install the washer, primary drive gear bolt and
tighten the bolt to the specified torque.

TORQUE: 108 N-m (11.0 kgf-m, 80 Ibf-ft)

Remove the clutch outer, needle bearings and
clutch outer guide.

Install the reduction gear B and reduction gear shaft ' 4
securely.

Apply molybdenum oil solution to the gear holder
sliding surface.

Install the idle gear and reduction gear A onto the
gear holder.

Apply a locking agent to the gear holder bolt A,

Install the gear holder assembly and tighten the
gear holder bolts A, B to the specified torque.

TORQUE: 18 N-m (1.8 kgf-m, 13 Ibf.ft)

Install the following:

(BOLTS p A4

- clutch assembly (page 14-11)
- right crankcase cover (page 14-28)

KICKSTARTER (TRX450R)
REMOVAL

Remove the following:

. RETURN SPRING % b T
- right crankcase cover (page 14-5). NN
- clutch assembly (page 14-6)

Unhook the kickstarter return spring end from the
hole in the crankcase, and remove the kickstarter
assembly.

( Ny L\ g | -{\
| KICKSTARTER ASSEMBLY t:L
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Remove the thrust washer from the kickstarter first
idle gear.

Remove the kickstarter first idle gear assembly.

Remove the bolt and idle gear stopper plate.
Remove the kickstarter idle gear and bushing.

DISASSEMBLY

Remove the following from the kickstarter spindle:

— ratchet spring
- ratchet

- snap ring

-~ thrust washer
- pinion gear
— spring collar
— return spring
- thrust washer

INSPECTION

Check the ratchet spring and return spring for
fatigue or damage.
Check the starter ratchet for wear or damage.

Check the kickstarter pinion gear and spindle for
damage.

Measure the kickstarter pinion gear I.D.
SERVICE LIMIT: 22.05 mm (0.868 in)
Measure the kickstarter spindie O.D.
SERVICE LIMIT: 21.95 mm (0.864 in)

|7FIHSTIDLE GEAR ASSEMBLY =9

RATCHET SPRING

PINION GEAR \‘@.
SPINDLE \
RETURN SPRING RATCHET
SNAP RING

COLLAR

WASHERS




CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Check the kickstarter idle gear and bushing for dam-
age.

Measure the starter idle gear |.D.
SERVICE LIMIT: 21.07 mm (0.830 in)

Measure the kickstarter idle gear bushing I.D. and
0.D.

SERVICE LIMITS: 1.D.: 17.04 mm (0.671 in)
0.D.: 20.96 mm (0.825 in)

Measure the countershaft O.D. at the kickstarter idle |
gear.

SERVICE LIMIT: 16.95 mm (0.667 in)

Check the kickstarter first idle gear assembly for
wear or damage.

ASSEMBLY

Apply molybdenum oil solution to the pinion gear
inner surface. 7E PINION GEAR SNAP RING
Install the pinion gear and thrust washer onto the

spindle.

Install the snap ring into the spindle groove with the
chamfered (rolled) edge facing to the pinion gear.

THRUST WASHER
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Install the thrust washer onto the spindle.

Install the return spring and insert the spring end |

into the inner hole in the spindle.
Install the collar by aligning the groove with the
return spring end.

Apply molybdenum oil solution to the ratchet slid-
ing surface.

Install the ratchet onto the spindle by aligning the
punch marks on the ratchet and spindle.

Install the ratchet spring.

INSTALLATION

SPRING END
AND INNER HOLE

THRUST WASHER

RETURN SPRING COLLAR

/ E RATCHET
A

PUNCH MARKS

RATCHET SPRING

Apply molybdenum oil solution to the kickstarter
idle gear inner surface and bushing whole surface.
Install the kickstarter idle gear bushing and gear,
Install idle gear stopper plate and tighten the bolt
securely,

Install the clutch (page 14-11).

r
'::EELT

STOPPER PLATE B

o

\L\

Apply oil to the kickstarter first idle gear bearing.
Install the kickstarter first idle gear assembly.

e
BUSHING ' % =
] //
i~ N,
Sy
IDLE GEAR
< 2 (it
FIRST IDLE GEAR ASSEMBLY -';“\;\/()

Install the thrust washer onto the kickstarter first |
idle gear. |

N\
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

Apply oil to the kickstarter spindle bearing area.
Install the kickstarter assembly into the crankcase.

Hook the kickstarter return spring end to the hole in
the crankcase as shown.

Install the following:

— clutch assembly (page 14-11)
- right crankcase cover (page 14-28)

GEARSHIFT LINKAGE
REMOVAL

Remove the following:

- bolt and gearshift pedal

- right crankcase cover (page 14-5)

— clutch assembly (page 14-6)

- right mud guard and foot peg (page 3-3)

gearshift spindle and thrust washer

TS | |
) e |‘
SR 2\ \\J\ |
o5 =
Q) :
1 ‘
36 jﬁhﬁj 9 ‘

\3 y ‘7‘\‘.‘ ‘E;\:}}f '__,f.'
RETURN SPHING 3.\““" U NQ -
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

- shifter collar
- two bolts
- guide plate and drum shifter as an assembly

- center pin bolt
- gearshift drum center

- bolt

stopper arm
- washer
return spring
- dowel pin

1

INSPECTION

Check the gearshift spindle for wear or damage.

Check the spindle plate for wear, damage or defor-
mation. GEARSHIFT SPINDLE

Check the return spring for fatigue or damage.

RETURN SPRING




CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After "05)

Check the ratchet pawls, plungers and drum shifter
for wear or damage. RATCHET PAWL

Check the plunger spring for fatigue or damage.
DRUM SHIFTER

e -

SPRING PLUNGER
INSTALLATION

Install the dowel pin into the shift drum hole. D

Install the return spring, washer, stopper arm and
bolt, and tighten the bolt.

TORQUE: 12 N-m (1.2 kgf-m, 9 Ibf-ft)

Hold the stopper arm using a screwdriver and install
the gearshift drum center by aligning the pin groove
with the dowel pin.

Apply locking agent to the center pin bolt threads.
Install the center pin bolt and tighten it.

TORQUE: 22 N-m (2.2 kgf-m, 16 Ibf-ft)




CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After 05)

Install the plunger springs, plungers and ratchet
pawls into the drum shifter, and set them into the GUIDE PLATE
guide plate.

RATCHET PAWL

§

DRUM SHIFTER

<

r

-

SPRING PLUNGER

Install the guide plate/drum shifter assembly with
the "UP" mark facing up and tighten the two bolts |,
securely.

Install the shifter collar onto the drum shifter.

] - »
~ DRUM SHIFTEF!_.

Install the thrust washer onto the gearshift spindle,
Insert the spindle into the crankcase while aligning
the return spring ends with the spring pin, and the
slot with the shifter collar.

¥ WASHER B

A\

Install the clutch assembly (page 14-6).
Install the right crankcase cover (page 14-28).

Install the gearshift pedal by aligning the slit with
the punch mark on the gearshift spindle.
Install the pedal pinch bolt and tighten it securely.

T
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After "05)

RIGHT CRANKCASE COVER
INSTALLATION

Install the water joint pipe, a new O-ring, dowel pins = LA
and a new gasket. @ GASKET O-RING @i

TRX450R only:  Apply grease to the kickstarter spindle oil seal lip.
Apply oil to the kickstarter first idle gear bearing.

Install the right crankcase cover while engaging the
water pump shaft with the balancer shaft.

Install the wire clamp, hose clamp and right crank-
case bolts, and tighten the bolts in a crisscross pat-
tern in 2 or 3 steps.

TRX450R only:  Install the kickstarter pedal onto the kickstarter spin-

dle by aligning the punch marks. K]CKSTA_RT_.,_E_H PEDAL

T, ; ! /'}_C““-
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CLUTCH/STARTER CLUTCH/KICK STARTER/GEARSHIFT LINKAGE (After '05)

TORQUE: 38 N-m (3.9 kgf-m, 28 Ibf-ft)

TRX450R only:  Install the socket bolt and tighten it. ’/ / .
| “

Install the water pump cover (page 9-17).

Connect the lower radiator hose and bypass hose to
the water pump cover, and tighten the hose band
SCrews.

Install the brake pedal (page 19-28).

Fill the crankcase with the recommended transmis-
sion oil (page 4-18).

Fill and bleed the cooling system (page 9-7),
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